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MG-33

GENERAL FEATURES

Ayvaz MG-33 top mounted magnetic level gauges; It is 
used in tanks that can not be mounted on the side 
surfaces. The movement of the float in the tank according 
to the filling rate of the tank; the level moves the float 
inside the bottle and the tank observation is provided 
mechanically.

Like other systems, the top mounted magnetic level 
gauges can also be manufactured for the automation 
systems.

Advantages

• Continuous and easy monitoring
• Sealing construction
• Requested length and connection manufacturing
• Ability to work in different densities
• Manufacturing according to various installation types
• Long life time
• Easy maintenance
• Up to 6 meters can be manufactured in one piece.
• Works up to 160 °C in PN 10/16/25/40(Opt.) pressure

class

Application Areas

• All steam and hot water boilers
• Waste water systems
• Filling and unloading containers
• All chemical and petrochemical tanks
• Tanks for petroleum and petroleum products
• Oil boilers
• Diesel fuel tanks and generator sets
• Submarine, helicopter and ship fuel tanks

ANSI

* For different length, connection, 
pressure and installation

please consult our sales team.

DIN
EN160°C16

MAGNETIC LEVEL GAUGE TOP MOUNTED



MG-33 MAGNETIC LEVEL GAUGE

PRODUCT SPECIFICATION

1 Connection Types Flanged

2 Flange Carbon Steel/ Stainless Steel 
(DIN, ANSI, JIS)

3 Float Stainless Steel (PN 16/25/40)

4 By-pass Tube Stainless Steel (AISI 304 / 316)

5 Bolt Stainless Steel

6 Drain Bolt Stainless Steel

7 Magnetic Disc Plastic 

8 Gage Glass Plexiglass

Need to Know During Order

• Depth of the tank to be mounted
• Density of the liquid
• Temperature of liquid
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The standard mounting flange of the MG-33 top mounted 
magnetic level gauge is DN150 and please contact our sales team 
for other dimensions.
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