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总特征 

SK 55 Float Steam Trap is used for 

                    浮球式蒸汽疏水阀  

            排量 

kg/h 
(2”-DN 50) 

10000 

discharging the condensate by a mechanical 
float system. When the system starts up, 
thermostatic air vent is activated and 
discharges the air in the system. After this 
process, incoming steam will close the air vent. 
However when condensate reaches the 
steam trap, the float rises and opens the main 
valve and discharges the condensate. As 
soon as the condensate discharge is 
completed and the steam reached into the 
trap, 
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冷凝水排量图表: 

  红线 :  ΔP = 14 bar  

  蓝线 :  ΔP = 10 bar         

  黑线 :  ΔP = 4.5 bar 

the float goes down and closes the valve. 
 

安装: 
SK-55L can be used vertically as the inlet to 
stay up the top and the outlet to remain at the 
bottom. It can also be installed horizontally from 
right to the left or opposite way. If it is not 
indicated differently in the order sheet, it will be 
assumed as right to the left. Will be as- sumed as 
right to the left. 

 

4000 

3000 

 
2000 

 

 
1000 

800 

600 

500 

 
400 

300 

(1 1/4” - 1 1/2” - DN 32-40) 

产品特征: 

阀体和阀盖: 铸铁 GG 25 

内部零件和浮球: 不锈钢 

连接: 法兰、螺纹 
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压差 

ΔP= 进口压力 – 出口压力 

 

             工作条件 

最大工作压力 16 bar 

最大压差（ΔP） 4.5-10-14 

最大工作温度 250˚ C 
 

 

  
 

  
 

* 请向我们的销售团队咨询不同的压

力和直径。
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SK-55浮球式蒸汽疏水阀通过机械浮球系

统来排放冷凝水。当系统启动时，热静力

排气阀被激活并排出系统中的空气。在此

过程后，进入的蒸汽会关闭排气阀口。而

当冷凝水进入蒸汽疏水阀时，浮球上升，

打开主阀并排出冷凝水。一旦冷凝水排放

完成，蒸汽进入疏水阀，浮球就会下降并

关闭阀门。 

SK-55浮球式蒸汽疏水阀可垂直安装，使

进口在顶部，出口在底部。也可从右到

左或相反方向水平安装。如果在订单中

无特殊标示，则假定流向为从右到左。

可根据安装类型调整阀盖组件。 

 



DN 50 703200203017 220 262 124 230 417 335 230 

SK-55 浮球式蒸汽疏水阀 

结构 

零件列表 

序号 零件名称 材料 

1-8 阀体-阀盖 铸铁 GG 25 

2 浮球 不锈钢 

3 浮球体 + 阀杆 不锈钢 

4 导向垫片 不锈钢 

5 滤网 不锈钢 

6 热静力液囊 不锈钢 

7 阀盖垫片 纯石墨 

9  观视镜 钢化玻璃 

尺寸 

规格 编码 
螺纹 

A (mm) B (mm) D1 (mm) D (mm) L (mm) 

1 1/4" 703200201071 284.5 170 68 190 230 

1 1/2" 703200201074 284.5 170 68 190 230 

2" 703200201077 284.5 170 80 230 230 

尺寸 

规格 编码 
法兰 

A (mm) b (mm) B (mm) D (mm) k (mm) D1 (mm) L (mm) 

DN 32 703200201081 284.5 20 170 140 100 190 230 

DN 40 703200201084 284.5 20 170 150 110 190 230 

DN 50 703200201087 296.5 20 176 165 125 230 230 

  

  受制造过程中的技术变更和偏差影响，不作任何通知。 
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