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总特征 
 

Ayvaz TKK-2Y ’s capsule follows the steam curves 

with constantly and it helps to drain condensate and 

non condensable gases. The resistance  of the 

thermostatic trap, which is not affected by the water 

hammer, is also highly resistant to corrosion. 

 
TKK-21 type  strainer  is  under  the cover. 

 
For  cleaning,  opening  the  cover  on the body is 

sufficient. Like all Ayvaz thermostatic traps, the 

TKK-21 product also includes one of three different 

capsules, depending on the application conditions. 

"S" type capsules are used 

                    热静力式蒸汽疏水阀  

 
           排量 

 

产品材料: 

阀体和阀盖： 锻钢 

内部零件：不锈钢 AISI 304 

热静力液囊：哈氏合金-不锈钢 

 

连接: 

螺纹 

 

公称直径: 

DN10 (3/8” ) – DN15 (1/2” ) 

 
in standard productions.  The  entire  trap can be 

supplied  as a spare  part.  At the same time, the ball 

inside  the seat acts as  a  check  valve  at  the  high 

back pressure in the system, preventing the 

condensate from mixing into the steam line. 

 
The difference of TKK 21 from other Ayvaz 

thermostatic traps is that its dimensions and 

condensate discharge capacity are low.  Especially  

designed for irons. 
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工作压力: 

最大 32 bar 

 

工作温度: 

最大 250 ºC 

 

应用: 

-蒸汽夹层管 

-熨斗 

安装： 

热静力式蒸汽疏水阀可以任何方向安装

于蒸汽管线上的任一位置。 

 
         压差 

P= 进口压力 - 出口压力 

 

红线 

蒸汽饱和温度最大低于冷凝水排放温度 10 ° C； 

蓝线 

低温冷凝水在 20 ° C时进行排放 

 
 

                     技术说明 

连接 

类型 
     法兰      螺纹       套焊 

直径(mm)  3/8"-1/2"  

质量 (kg) 
 0,7-0,7  

排
量

 

Ayvaz TKK-21热静力液囊遵循饱和蒸

汽曲线，用于排放冷凝水和非冷凝气

体。热静力式蒸汽疏水阀具有较高的耐

腐蚀性和耐水锤性。 

TKK-21型过滤器位于阀盖下方。清洁

时，打开阀体上的阀盖即可。 

TKK-21有3个液囊选型。“S”型液囊为

标准配置。所有内部零件均可作为备件

提供。特殊设计的阀座内的不锈钢球用

作止回阀。 

TKK-21的特殊之处在于其紧凑的阀体

和低冷凝水排量。它专为熨斗而设计。 

Ayvaz TKK-21热静力式蒸汽疏水阀可

连接到任一管路位置。为保证维修和更

换安全，必须安装合适的隔离阀。 

 



TKK-21 热静力式蒸汽疏水阀 

尺寸 (mm) 

直径 H H1 H2 L L1 

15 35 50 27 70 60 

20 35 50 27 70 60 

零件列表

      序号 零件名称 材料 

1 阀体 锻钢 

2 阀盖 锻钢 

3 滤网 不锈钢 AISI 304 

4  热静力液囊 哈氏合金 & 不锈钢 

5 阀座 不锈钢 AISI 304 

6 阀盖螺栓 DIN 40 CrMoV4 7 
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